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Firma: Player doo
Adresa: Cvijete Zuzorić 7
Telefon: 097 714 8673
Fax:
PIB: 89978048220
E-mail: info@player.hr

Innovative Three-layer Insulation System Adds
Durability And Enhances Electrical Insulation And
Signal Purity
Precision machined and anodized aircraft grade
aluminum body.
Finely woven premium cotton braided jacket adds
styling and serves as the durable, outermost
boundary to protect against physical wear and tear.
A 3-layer shielding system, including 3.2mm and
7.6mm PVC dielectric cores protects each
conductor.

Precision machined brass body with electroplating finish for a solid build and substantial feel.
SoundPath Ultra Speaker Cable Specs:
12 AWG stranded speaker wire – Each SoundPath Ultra Cable is made with two braided Dual Balanced
conductors, with a total of 82 strands of 99.99% pure stranded copper across both conductors.
Precision machined and anodized aircraft grade aluminum body - stylish and durable with a great feel and
easy handling.
PVC dielectric joint - Flexible and durable break-out for Positive and Negative terminals.
Rated Bandwidth = DC-5.0 MHz (3M cable) with ≤1.1 Voltage Standing Wave Ratio (VSWR) and ≥26dB
Return Loss.
Conductor DCR = 8 mΩ/meter
Nominal Impedance = 90Ω - Cable and connectors are impedance-matched to minimize VSWR and Return
Loss
Nominal Capacitance = 68pF/meter @ 1kHz
Nominal Cable Diameter: 9mm

SVS Speaker Cable banana plug 6m -
HiFi kabel
Šifra: 16505
Kategorija prozivoda: Linijski kablovi
Proizvođač: SVS

Cena: 72,00  EUR
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Cene su informativnog karaktera. Prodavac ne odgovara za tačnost cena iskazanih na sajtu, zadržava pravo izmena cena.
Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama možete dobiti na upit. Plaćanje se isključivo vrši
virmanski - bezgotovinski.


