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• At
the

same time DIGITAL provides optimal output
voltage and sound qualityfor use with
conventional vinyl.
• This optimized 10 mV output voltage maximizes
the signal-to-noise ratio of the audio being fed to
the software, which results in better
interpretation of the timecode signal. 
• Furthermore, a decrease in the reproduction of
frequencies where vinyl wear & crackle occur helps
to minimize errors in the interpretation of the
timecode signal and helps timecoded vinyl

records last longer.

Concorde DIGITAL technical data
Stylus TypeSpherical  Tracking Force4.0 g
Output Voltage10 mV  Frequency Range20–18.000 Hz

Output voltage at 1000Hz, 5cm/sec. - 10 mV
Channel balance at 1kHz - 1 dB
Channel separation at 1kHz - 22 dB
Channel separation at 15 kHz - 15 dB
Frequency range at -3dB - 20-18.000 Hz
Tracking ability at 315 Hz at recommmended tracking force - 100 μm
Compliance, dynamic lateral - 14 μm/m N
Stylus type - Spherical R 18 μm
Tracking force range - 3 - 5 g
Tracking force recommended - 4 g
Cartridge weight - 18,5 g
Replacement stylus unit - DIGITAL

ORTOFON Concorde MKII Twin Digital
- zvučnica i igla za gramofon
Šifra: 12843
Kategorija prozivoda: Hi Fi Gramofonske igle
Proizvođač: Ortofon

Cena: 233,00  EUR
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Cene su informativnog karaktera. Prodavac ne odgovara za tačnost cena iskazanih na sajtu, zadržava pravo izmena cena.
Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama možete dobiti na upit. Plaćanje se isključivo vrši
virmanski - bezgotovinski.

https://www.ortofon.com/stylus-digital-p-837-n-3226

